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Exe Holding - PANEL ANTIVIRAL

Difuzor
ABS/PC

Admisie

't i
Light panel mli i

465x465

—Strat din material
nanometric __Leduri

_, ultraviolete

Evacuare
aer

Voltage [V] 220 - 240 Lungime [mm] 598

Frecventa [ Hz] 50 Latime[mm] 598

Putere [W] 50 (40W panel, 10W ventilator) Inaltime [mm] 120

Sursa LED

Flux luminos [Im] 100Im/W > Echipat cu 3 tipuri de mecanisme antiseptice si antivirale, oferind
Optica [°] 120 protectie impotriva bacteriilor si virusilor pentru 24H in orice sezon,
CRI [RA] 80 cu sau fara lumina;

CCTIK] 3000 - 6500 » Curatare aer, antiseptic si antivirus;

» Filtru cu 4 straturi, de la intrarea aerului:
- strat 1 - 30g/m2 textil netesut - extractie praf

- strat 2 - 180g/m2 carbon activat- eliminare miros si dezodorizare

Montaj INCASTRAT - strat 3 - 300g/m2 textil netesut+material nanometric antiseptic - curatare
Material Corp aluminiu + difuzor ABS/PC aer, extractie praf, antisepsia si descompunerea gazelor organice
Finisaj ALB - strat 4 - 30g/m2 textil netesut - ultima filtrare;
» Ventilator centrifugal cu ventilatie de 1700-1900 ori per minut
Protectie [IP] 40
(curatare 45cbm aer per ora);
Durata medie [h] 50.000
» Zgomot < 40dB.
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Bucharest, Romania Office: Aeroportului Str., No. 141th, Mogosoaia, llfov, Romania, PO Box 077135

Vienna, Austria Office: Martin Str., No 51st, Vienna, Austria, PO Box 1180
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