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Sina 24V aplicata Sina 24V incastrata

Voltage [V] 24Vdc Lungime [mm] 215
Frecventa [ Hz] 50/ 60 Latime [mm] 12
Inaltime [mm] 15
Putere [W] 5W
Lungime baza [mm] 55
Sursa LED .
Latime baza [mm] 13.5
Inaltime baza[mm] 8.3
Flux luminos [Im] 70-100Im/W Montaj SINA 24V
Optica [°] 20°/35°/50°/70° Finisaj NEGRU
CRI[RA] >80/ >90 Protectie [IP] 20
CCTIK] 2500/ 2700/ 3000/ 3500 / Temperatura [°C] 0...45

4000/ 5000 / 5700 Dimabil PWM /0-10V / DALI
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Bucharest, Romania Office: Aeroportului Str., No. 141th, Mogosoaia, lifov, Romania, PO Box 077135

Vienna, Austria Office: Martin Str., No 51st, Vienna, Austria, PO Box 1180

London, United Kingdom Office: 3rd The Shrubberies, George Lane, South Woodford, London, PO Box E18 1BG
New York, USA Office: 46-12 Queens Blvd. No. 205th, Sunnyside, NY., USA, PO Box 11104

WEB: www.exeholding.com  E-mail: office@exeholding.com



